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TIP: Watch a Flash video with 
this guide.  
 

 
The video is available on the 
Poseidon Setup CD, and at 
the HW group website. 

Short CapTemp video 
available here: 
 

 

 
 
 
 
 
 
All of the following functions can be tested using the free demo version of CapTemp that is limited to 
21 days of unrestricted use.  
For testing, you can use our Poseidon units available online. For their IP addresses, see HW group: 
Sitemap > Online Demos. 
 
This ñStarting Guideò will help you start using CapTemp quickly 
by guiding you through the following steps. 
 

 Basic Poseidon configuration 

 Setting up CapTemp 

 Adding a Poseidon unit to CapTemp 

 Measuring values 

o Configuring individual alarms 

 Processing captured readings with MonTemp 

o Displaying the data 

 More information about CapTemp and MonTemp 

 
Note:  MonTemp is a freeware part of CapTemp. It is intended 

for reviewing and editing the measured data, or 
retrieving data from a Poseidon 2251. 

 
 
 
Basic Poseidon configuration  
 
The Poseidon unit that CapTemp will retrieve 
readings from must have a correct IP address 
and at least one connected sensor. To verify, 
open its IP address in your browser.  
 
 
This guide uses a Poseidon 3265 unit located 
at the Prague office of HW group. It is 
available at http://poseidon-3265.hwg.cz or 
80.250.21.85. 
 
For details about individual Poseidon models, 
see the Poseidon XXXX comparison at: 
http://www.hw-group.com/products/poseidon/poseidon_xxxx_en.html  

 

Getting started with CapTemp   
First steps for using Poseidon units with CapTemp and MonTemp 

 

 Getting Started 

http://www.hw-group.com/software/video/captemp_sg.htm
http://www.hw-group.com/software/video/CapTemp.htm
http://www.hw-group.com/software/video/CapTemp.htm
http://www.hwg.cz/
http://www.hw-group.com/sitemap.html#online
http://poseidon-3265.hwg.cz/
http://80.250.21.85/
http://www.hw-group.com/products/poseidon/poseidon_xxxx_en.html
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Setting up CapTemp  
Upon launching the program, the installation wizard appears and helps you configure the program. 

 

Installation wizard ï General configuration  

To enable full functionality, several further details need to be configured. 
 

 We recommend to check 

the ñStart with windows 

startup ò box (1) so that 

CapTemp starts 

whenever you log in to 

your computer. 

 If you want to be notified 

about alarms with 

warning messages, 

leave the ñShow 

message POP -UP alertò 

box checked. 

 If you want to use 

audible alarm, configure 

it in the appropriate 

section (2). We recommend to keep the default settings. 

 To increase security, access to CapTemp can be password-protected. 

 Click the ñSaveò button to save your changes and use the right arrow to switch to the ñAlarmsò 

tab. 
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 The ñE-mailñ tab is used to configure the e-mail addresses for alerting to alarms and other 

error conditions, and to configure access to the mail server. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 In section (1), enter the following: 

o Fill in the address of your SMTP server, including a username and a password if 

required (ask your network administrator or ISP for more details). 

o In the ñSender E -mailò field, fill in the e-mail address from which you want to receive 

the e-mails (ask your network administrator or ISP for more details). 

 

 In section (2), in the ñE-mail 1ò through ñE-mail 3ò fields, enter the e-mail addresses to which 

the e-mails should be sent. 

o Click ñSendéò to send a test e-mail with the contents of the ñText for  Testò field sent 

as the message subject. 

 

 Click ñSaveò to save your changes. 
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Adding a Poseidon unit  
CapTemp can automatically detect Poseidon and Damocles units on your local network, or you can 
add the units using their IP addresses. 
 

 

 Click the ñSearch Devices ò button (1) to automatically detect Poseidon and Damocles units 

connected to the same LAN as the PC running CapTemp. 

o All discovered devices appear in section (2). 

o Double click to check the box (3) next to the device that you want to use in the program. 

o Click ñSaveò. 

 To add a device outside of your local network (not found automatically), enter its IP address 

into the ñURLò field (e.g. ñposeidon.hw-group.comò for our online demo) and click ñADD 

remo te IPò to confirm (4). 

o The discovered device appears in section (2), check (3) to select it. 

o Click ñSaveò. 

 Click  to close the wizard. 
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