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ETHERNET 

Link & Activity  

Outputs  1ï8 (open collectors) 

POWER 
12ï30VDC / 1.7W 
jack and terminals connected in parallel 

Output activation  
LED indicators 

Inputs 5 ï12 

Inputs 1 ï4 

Not connected  

DIP settings  
 

Default:  
   DIP1:SETUP = Off 
   DIP2:SAFE = Off 

Input status LED indicators 
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1) Connecting the cables  

 Turn the unit upside down and write down its MAC address that 
is printed on the label. 

 Set the switches: DIP1: SETUP=Off ,  DIP2:SAFE=Off  

 Connect the unit to the Ethernet (with a patch cable to a switch, 
cross-over cable to a PC) via the RJ-45 port. 

 Plug the power adapter into an electricity outlet and connect it 
to the Damocles power connector. 

 The green POWER LED lights up. 

 If the Ethernet connection works properly, the LINK  (yellow) LED lights up after a short while, 
and then flashes whenever data transfer takes place (activity indication). 

 

2) Configuring the IP address ï UDP Config  
 

UDP Config  utility ï root directory of the 
supplied CD (Windows and Linux versions).  
Available for download at www.HW-group.com  
Software > UDP Config.  
 

 Click the icon to launch UDP Config . 
The program automatically looks for 
connected devices. 
 

 To search for devices, click the Find Devices  icon.  

 

The program searches for devices in your local network. To identify a particular Damocles unit, look 
at the MAC address on the label at the bottom of the unit. Double-click a MAC address to open a 
basic device configuration dialog. 
 
Configure network parame ters  

 IP address / HTTP port (80 by default) 

 Network mask 

 Gateway IP address for your network 

 Device name (optional) 

 

Click the Apply Changes  button to save the settings. 
 
 
Notes:   
 

 To reset the device to factory defaults, toggle DIP1 
several times within 5 seconds after power-up. 

 No configuration changes can be stored while 
DIP2=On. To change the IP address, set DIP2=Off.  

  

http://www.hw-group.com/
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3) WWW interface of the device  

 

 To open the WWW interface of the device : 

o Enter the IP address into a web browser 

o Click the underlined IP address in UDP 
Config 

o Use the right-click menu in UDP Config  

 The WWW page displays current states of inputs and outputs.   

 Click the ñFlash Setupò link to open the graphical configuration interface (Flash Setup).  

 

 
 
 
 
 
 

  

 

Device IP address  

Overview of dry 
contact inputs 

Output names 
and states 

 

Device name 
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in ñFlash Setup ò 
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values.XML  file 
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structures in the  MIB 

/ OID list  
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4) Flash SETUP  

To open the FLASH interface, FLASH support needs to be installed on your PC. If the computer is 
connected to the Internet, the needed plug-in is downloaded automatically. 
 

 
 
 
Flash Setup allows you to:  
 

 Control outputs 

 Display states of counters at individual inputs 

 Assign names to inputs and outputs and their states 

 Watch current sensor values (refreshed automatically at predefined intervals) 

 Set SNMP parameters (Community names & rights), define target IPs for SNMP traps that are 
sent upon alarm 

 Set device name, password, and secure IP address range 
 
 
 
 

  

ÅFor a detailed description of the Flash Setup interface and more information in 
general, see the detailed Damocles family manual .TIP
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5)  Sending e -mail  

Alarms and e -mail alerting  

Damocles supports alerts to changes at a particular input ï ñSingle Alarm ò, as well as alerts to a 
certain input combination ï ñGroup Alarm ò. 

 
 Alarm state (On or Off) to be signaled by sending an e-mail or SNMP Trap can be configured 

for each individual input. >> Inputs  tab, green Single Alarm  column. 
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