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Starting Guide - Damocles 2404  
Unit with inputs and outputs  

 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

Wirings  

 Turn the box upside down and write down device MAC 
address 

 Turn DIP1=Off ,  DIP2=Off , setting of other DIPs does not 
matter 

 Connect Damocles to the Ethernet (direct cable to Switch, 
cross-cable to PC) port RJ-45 

 Connect power adapter to power supply and to power 
connector on Damocles device 

 Green LED POWER will light up 

 If connection to the Ethernet is all right, LINK  (green) will light up few moments later and flash 
during data transfer (activity signalization). 

Check DIP switch settings : DIP1=Off , 

DIP2=Off . 

Inputs for connecting 
external power supply, 
connected with each 
other 

Inputs 9 to  16 are galvanically 
separated, for external voltage. 

Inputs  1 to  8, common positive input ĂCñ is 
connected to + red marked. 

POWER ï signalizes 
power supply OK 

LINK ï network 
activity OK 

ETHERNET 
 10Mb / second 

RS-232 ïserial port, 
temperature probe 

Inputs 17 to  24, common 
positive input ĂCñ, it is 
connected to +, red 
marked. 

Relay outputs  1 to 4, 
each output is 
available over NO 
(Normally Open) and 
NC (Normally Closed) 
relay contact. 
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IP address setting  -  UDP Config  
 
UDP Config to execute can be found on the supplied CD or downloaded from www.HW-group.com. 
Run the UDP Config  and the program will search for connected devices. 
 

Ӟ  
 

ӞӞThe program searches in your local network. The Damocles identifies according to MAC address 
which is printed on the label on bottom part of each device. 
 

Double click on device MAC address to open dialog window with basic settings. 
 
Ӟ 

 Setup IP address  

 HTTP Port 

 Network mask 

 Gateway IP address 

 Device name ï optional  
 

 
Note:   Contact your system administrator in case 
you do not have the information 
 

 
To save values into Damocles click Apply Changes  
button 
 
 
 
 
 

Note: You can use following programs to setup IP address as well; 
 

 UDP Config for Linux  

 Hercules  (/Hercules.exe ) (UDP Setup or terminal on serial port) 

 RS-232 serial port (any terminal program 9600 8N1, DIP1=ON, restart) 

http://www.hw-group.com/

