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 Damocles 2404i 

Inputs 1 ï 8  
Each blue COM terminal is shared by two inputs. 

POWER 
12V supply (+U / GND) 

ETHERNET 

Link & Activity  

Configuration 
 

Default:  
   DIP1= Off 
   DIP2= Off 
 

 

RS-232 ï Serial port 
configuration, temperature 
sensor 

Outputs: relays 1ï4, 
each output has a NO 
(Normally Open) and a 
NC (Normally Closed) 
relay contact. 

Inputs 9 ï 16  
Each blue COM terminal is shared by two inputs. 

Inputs 17 ï 24  
Each blue COM terminal is shared by two inputs. 

POWER 
12V supply (+U / GND) 
 

IN9 = 1 (On) 

IN10 = 0 (Off)  NO   NC 

Output On 
 NO   NC 

Output Off 

IN9 IN10 

C
O

M
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1) Connecting the cables 

¶ Turn the unit upside down and write down its MAC address 
that is printed on the label. 

¶ Set the switches: DIP1=Off, DIP2=Off, remaining DIP 
switches do not matter. 

¶ Connect the unit to the Ethernet (with a patch cable to a 
switch, cross-over cable to a PC), RJ-45 port. 

¶ Plug the power adapter into a mains outlet and connect it to 
the Damocles power connector. 

¶ The green POWER LED lights up. 

¶ If the Ethernet connection works properly, the LINK LED lights up after a short while, and then 
flashes whenever data are transferred (activity indication). 

 

2) Configuring the IP address ï UDP Config 

 
UDP Config utility ï root directory of the 
supplied CD (Windows and Linux versions).  
Available for download at www.HW-
group.com  
Software > UDP Config.  
 
¶ Click the icon to launch UDP Config. 

The program automatically looks for 
connected devices. 
 

¶ To search for devices, click the Find 
Devices icon.  

 

The program searches for devices in your local network. Individual Poseidon units are identified by 
their MAC addresses (printed on the label at the bottom side of the unit). Double-click a MAC address 
to open a basic configuration dialog. 
 
Configure network parameters 

¶ IP address / HTTP port (80 by default) 

¶ Network mask 

¶ Gateway IP address for your network 

¶ Device name (optional) 

 

Click the Apply Changes button to save the settings. 
 
 
Notes:  
 

¶ To reset the device to factory defaults, toggle DIP1 
several times within 5 seconds after power-up. 

¶ No configuration changes can be stored while 
DIP2=On. To change the IP address, set DIP2=Off.  

http://www.hw-group.com/
http://www.hw-group.com/
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3) Configuring the IP address ï UDP Config 

 
The UDP Config utility is located in the root folder of the CD,  or it is available for download at 
www.HW-group.com. Run UDP Config. The program automatically searches for connected devices. 
 

 
 

The program looks for devices on your local network. To identify a particular Damocles unit, look at 
the MAC address on the label at the bottom of the unit. 
 

Double-click a MAC address to open a basic configuration dialog. 
 

 

¶ Set the IP address  

¶ HTTP Port 

¶ Network mask 

¶ Gateway IP address  

¶ Device name (optional)  
 

 
Caution: If you donôt know these details or are not sure, 
please contact your network administrator. 
 
 

Click the Apply Changes button to save your 
changes. 
 
 
 
 

 
Note: Alternatively, you may use the following utilities to configure the IP address: 
 

¶ UDP Config for Linux 

¶ Hercules utility (/Hercules.exe ) (UDP Setup or serial port terminal) 

 

Double click 

http://www.hw-group.com/
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¶ RS-232 serial port (any terminal program, 9600 8N1, DIP1=ON, restart) 

4) WWW interface of the device 

 

¶ To open the WWW interface of the device: 

o Enter the IP address into a web browser 

o Click the IP address in UDP Config 

o Click the underlined IP address in UDP 
SETUP 
  

¶ The WWW page displays current status of inputs and outputs.   

¶ Click the ñGraphic Flash SETUPò link to open the graphical configuration interface (Flash 
Setup).  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

  

Detailed configuration 

in ñFlash Setupò 

 

Device name 

Description of the 

values.XML file 
 

 

Device IP address 

Description of SNMP structures 
in the MIB / OID list 

 

Overview of dry 
contact inputs 

Output states, names 
and unique IDs 

http://192.168.6.19/index2.htm
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5) Flash SETUP 

To open the FLASH interface, FLASH support needs to be installed on your PC. If the computer is 
connected to the Internet, the needed plug-in is downloaded automatically. 
 

Flash Setup allows you to: 
 

¶ Control outputs 

¶ Assign names to inputs and outputs and their states 

¶ Watch current sensor readings (refreshed automatically at predefined intervals) 

¶ Set SNMP parameters (Community names & rights), define target IPs for SNMP traps that are 
sent upon alarm 

¶ Set device name, password, and secure IP address range 

¶ and more... 
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6) Sending e-mail 

Alarms and e-mail alerting 

Damocles supports alerts to changes on one particular input ï ñSingle Alarmò, as well as alerts to a 
certain input combination ï ñGroup Alarmò. 

 
¶ Alarm state (On or Off) to be notified by sending an e-mail or SNMP Trap can be configured for 

each individual input. >> Inputs tab, green Single Alarm column. 

¶ Each individual Alarm needs to be activated >> Inputs tab, Enable column. 

¶ For each Alarm, a target destination needs to be set. Four SNMP Trap targets (named A, B, C, 
D) and two e-mail targets (named E, F) are available >> Alarms tab, SNMP or E-mail column. 

¶ Destinations A through D (for SNMP) and E, F for e-mail need to be configured and enabled.  

 

Testing e-mail 

To send an e-mail directly from the device, check the following settings. 

¶ Gateway IP address >> Setup tab, Network Settings pane, Gateway field. 

¶ DNS server settings >> Setup tab, Network Settings pane, DNS fields. 

¶ SMTP server settings >> Email & SNMP tab, Email Settings pane.  

¶ Send a test e-mail to verify correct operation  
>> Email & SNMP tab, Email Settings pane. 

 


