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Safety information  

The device complies with regulations and industrial standards in force in the Czech Republic and the 
European Union. The device has been tested and is supplied in working order. To keep the device in 
this condition, it is necessary to adhere to the following safety and maintenance instructions.  
 
In particular, the device must not be used under any of the following conditions: 
 

 The device is noticeably damaged 

 The device does not function properly 

 Unfastened parts can move inside the device 

 The device has been exposed to moisture or rain 

 The device has been serviced by unauthorized personnel 

 The power adapter or power supply cable are noticeably damaged 

 
 
The manufacturer warrants the device only if it is powered by the supplied power adapter or an 
approved power supply.  
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Starting Guide ï Poseidon 225 0 

Start measuring temperature with Poseidon  

 
 
 

1) Poseidon connections  
  

1.1) DIP switch settings. For installation, DIP 
switches must be set as shown: 
 
- DIP1=Off   (On = RS-232 setup mode. 

Quickly toggle the DIP 3 times 
within 5 seconds after power 
up to restore factory defaults.) 

 - DIP2=Off   
  - DIP3=Off  (On = HW protection mode, 
  no configuration changes 
  allowed) 

  - DIP4=Off  

1.4) Connect the unit to the Ethernet (with a patch cable to a 
switch, cross-over cable to a PC). 
 

1.2) Plug the power adapter to a mains outlet (230 / 110V) 
and connect it to the Poseidon 12V power connector.  
 

1.3) Dry contact inputs  for connecting contacts. Dry contact 
sensors (pushbuttons, relay contacts, door contacts). 

1.5) Temperature/humidity sensor (1W bus  interface) (Temp-1Wire 
or Humid-1Wire). The RJ12 jack must click in . 
 
 

1.6) RS-485 sensor connections. Observe the following rules.  
 - A single sensor can be connected directly to the RJ45 jack. 
 - Multiple sensors can be daisy-chained, or connected via a S-Hub or Spider. 
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2) Configuring the IP address ï UDP Config  
 

UDP Config  utility ï root directory of the supplied CD (Windows and Linux versions).  
 
Available for download 
at www.HW-group.com  
Software > UDP Config.  
 

 Click the icon to 
launch UDP Config . 
The program 
automatically looks 
for connected 
devices. 
 

 To search for 
devices, click the 
Find Devices  icon.  

 
 
 
 
 
 

The program looks for devices on your local 
network. Individual Poseidon units are 
identified by their MAC addresses (printed on 
the label at the bottom side of the unit). 
 

Double-click a MAC address to open a basic configuration dialog. 
 

Configure network parameters  

 IP address / HTTP port (80 by default) 

 Network mask 

 Gateway IP address for your network 

 Device name (optional) 

 

Click the Apply Changes  button to save the 
settings. 
 
 
Notes:   
 

 To reset the device to factory defaults, 
toggle DIP1 several times within 5 
seconds after power-up. 

 While DIP3=On, no configuration changes 
can be stored. To change the IP address, 
set DIP3=Off.  

http://www.hw-group.com/
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3) Poseidon configuration in a Web browser  
 

Type the IP address of the device in your browser's address bar, or run UDP Config  and double-click 
the blue underlined IP address in the list of discovered devices. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Retrieving current readings  

 XML ï /values.xml  file, described in a XSD - downloadable from the main page, detailed 
comments to the XML structure are in the manual. 

 Modbus/TCP  ï description of the structure is in the manual or in application examples. 
Standard port 502 is open for reading by default.  

  

Unique sensor ID 
(serial number) 

Overview of dry 
contact inputs 

Detailed configuration 
in ñFlash Setup ò 

Output states, names 
and unique IDs 

 

Device name 

- SNMP MIB file  
- SNMP OID help file 

Output mode, output 
is controlled only 

manually  

Readings outside of 
the ñSafe Rangeò are 

in Alarm 
 

-999.9 is shown for 
disconnected sensors 

 

Device IP address  

This text can be changed in 
TCP Setup. 

LOG file in CSV 
format 

 

Virtual Input: 
Communication 
monitor status 
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4) Configuration in Flash Setup  

 

Click the Flash Setup  link at the web page to open a graphic version of the setup utility. Adobe 
Flash player  plug-in must be installed in your web browser. You can find it on the supplied CD 

(\ Poseidon \ install_flash_player_7.msi ) , or download the latest version from the Internet.  
 

 

 

 Flash Setup allows you to:  
 

 Set sensor names and corresponding alarm thresholds (ñsafe rangeò) 

 Select units for displaying temperature (ÁC, ÁF, ÁK) 

 Watch current sensor readings (refreshed automatically at predefined intervals) 

 Set SNMP parameters (Community names & rights), define targets for SNMP traps 

 Set device name, password, and secure IP address range 

 

After connecting, run 
sensor autodetection. 


