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Starting Guide  - Poseidon 3265  
Prvn² kroky s mŊŚen²m teploty pomoc² Poseidonu 

 
 

1) Zapojen² Poseidonu 3265 
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Ӟ 

 

 

 Sv²t² zelen§ kontrolka POWER na konektoru RJ45 ï nap§jen² je OK 

 Sv²t²/pohas²n§ ģlut§ kontrolka LINK na konektoru RJ45 ï pŚipojen² do s²tŊ 10 Mbit je OK  

 

PŚ²sluġenstv² 
 

 
 
 
 
 
 
 
 
 
 
 

600 165 Poseidon 3265  Z§kladn² jednotka Poseidon model 3265 

600 005 Temp-1Wire 3m  Ļidlo teploty, pŚipojovac² kabel 3m (1m= 600 242 , 10m =  600 056) 

600 311 Temp-1Wire-Outdoor 3m  Ļidlo teploty pro vnŊjġ² prostŚed² v potravin§Śsk® oceli, kabel 3m  

600 279 Humid -1Wire 3m  Ļidlo vlhkosti, pŚipojovac² kabel 3m (1m=  600 278) 

600 040 Poseidon T -Box  Rozboļovaļ pro pŚipojen² 5 ļidel k jednotce, kabel 10 cm 

600 280 Poseidon T -Box2  Rozboļovaļ pro pŚipojen² 2 ļidel k jednotce, kabel 3m 

600 213 TG20 Basic GSM set  Sada GSM modemu, nap§jec²ho zdroje, ant®ny a pŚipojovac²ch kabelŢ 

 Poseidon 3265 

1.4) PŚipojte senzor teploty nebo vlhkosti pro rozhran² IT 
bus  (Temp-1Wire nebo Humid-1Wire - konektor RJ12), 
konektor mus² pŚi zasunut² cvaknout. 
 

1.3) PŚipojte nap§jec² adapt®r do s²tŊ (230 / 110V) a 
zapojte jej do nap§jec²ho konektoru Poseidonu 12V.  
Konektor mus² bĨt zcela zasunut, rozsv²t² se zelen§ 
kontrolka na konektoru pro pŚipojen² s²tŊ Ethernet.  

1.1) Zkontrolujte nastaveni DIP switch. Nastaven² pro instalaci 

mus² bĨt stejn® jako na obr§zku (DIP1=Off , DIP2=Off ). 

1.2) S®riovĨ port RS-232 slouģ² k pŚipojen² GSM modemu a 
vybranĨm servisn²m ¼ļelŢm.  

1.5) PŚipojte Poseidon do s²tŊ Ethernet (pŚ²mĨm 
kabelem do Switche, kŚ²ģenĨm do PC) 

TG20 GSM modem  
600 213 

Poseidon T -Box  
600 040 

Poseidon T -Box 2 
600 280 

Temp-1Wire 1m 
600 242 

Humid -1Wire 3m  
600 279 

http://www.hw-group.com/products/poseidon/poseidon_3265_en.html
http://www.hw-group.com/products/sensors/Temp-1Wire_en.html
http://www.hw-group.com/products/sensors/Temp-1Wire_en.html
http://www.hw-group.com/products/sensors/Humid-1Wire_en.html
http://www.hw-group.com/products/poseidon/pos_t-box_en.html
http://www.hw-group.com/products/poseidon/pos_t-box_en.html
http://www.hw-group.com/products/poseidon/pos_3265_gsmset_en.html
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2) Nastaven² IP adresy -  UDP Config  
 

Program UDP Config  - hlavn² adres§Ś na pŚiloģen®m CD (verze pro Windows i Linux).  
 
Program lze st§hnout na 
www.HW-group.com  
Software -> UDP Config.  
 

 Kliknut²m na ikonu 
spusŠte program 
UDP Config  ï 
program 
automaticky vyhled§ 
pŚipojen§ zaŚ²zen² 
 

 Hled§n² zaŚ²zen² 
spust²te kliknut²m 
na ikonku Find 
Devices  (Vyhledat 
zaŚ²zen²).  

 
 
 
 

ӞProgram vyhled§ zaŚ²zen² ve vaġ² lok§ln² s²ti. 
Poseidon identifikujete podle MAC adresy, 
kter§ je uvedena na ġt²tku zespodu zaŚ²zen². 
 

Poklep§n²m na MAC adresu zaŚ²zen² otevŚete 
dialogov® okno z§kladn²ch nastaven² zaŚ²zen². 
 

Nastavte s²Šov® parametry zaŚ²zen² 
 

 IP adresa  

 HTTP Port (standardnŊ 80) 

 Masku vaġ² s²tŊ 

 IP adresu Gateway (br§ny) vaġ² s²tŊ 

 N§zev zaŚ²zen² (volitelnĨ parametr) 
 

 
Pozn§mka:  Pokud nezn§te tyto informace kontaktujte spr§vce vaġ²  
  poļ²taļov® s²tŊ 
 

 

Uloģte nastaven²: 

ӞNastaven® hodnoty uloģ²te do Poseidonu tlaļ²tkem Apply Changes  (uloģ zmŊny) 
 
 
Pozn§mka: Pro nastaven² IP adresy lze tak® pouģ²t: 
 

 Program Hercules  (/Hercules.exe ) 

 S®riovĨ port RS-232 (jakĨkoliv termin§l, DIP1=ON, 9600 8N1) 

http://www.hw-group.com/

