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Chapter 1

Overview

1.1 Introduction

® czVSP, which is a program playing the same role as ezTCP/LAN in PC,
provides data communication between serial port and Ethernet (TCP/IP).
With the help of ezVSP you can exchange data between Ethernet and your

serial port without modifying standard communication programs on your PC.

® With ezVSP you can create as many virtual serial ports as needed.

® The ezVSP program is provided for user who uses ezTCP/LAN and you
should enter the key value when you run the ezVSP program for the first
time. You can get a key from Sollac Systems homepage at

http://www.eztcp.com/en/Support/req_reg.php.

® [n order to get a key, you have to register your ezZTCP/LAN product. If

you have many ezTCP/LAN, it is enough to register only one.
® ¢czVSP is designed for Windows 2000/XP.
® ¢zVSP program is subject to change without prior notice. You can always

check for the last ezVSP version at

http://www.eztcp.com/en/Support/support.php.
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Figure 1.1 System Overview

1.2 Key Features

* Function
- ezVSP is started automatically at Windows 2000/XP startup.
- ezVSP supports TCP server, TCP client and UDP.
- ezVSP supports SSL v3.0 and TLS v1.0 (in case of TCP Server and

TCP Client).
- ezVSP can create several virtual serial ports.

= H/W and S/W Requirement

- Windows 2000/XP
- At least 20Mbytes of disk space
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Chapter 2

Installation

2.1 Ready to install ezVSP

= Welcome

mri Bl bl Wl L5

ks 1o s D rolindslodd srod fos cosmee

T bl W w71 Sy | ol vl 2 ¥ W s pon e e
T rerdiru. viek Sewd

AR I A ORI Dy e e
o1 ol Tl | e

Figure 2.1.1 InstallShield Wizard. Welcome Screen

= License Agreement

- To install ezVSP you must accept the terms of the license agreement.
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Figure 2.1.2 InstallShield Wizard.License Agreement
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= Customer Information
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Figure 2.1.3 InstallShield Wizard. Customer Information

= Setup Type
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Figure 2.1.4 InstallShield Wizard. Setup Type

= Ready to install
- Click Install to begin ezVSP installation.
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Figure 2.1.5 InstallShield Wizard. Ready to install
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2.2 Install ezVSP application

* Installing ezVSP
- Setup installs ezVSP.
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Figure 2.2.1 Installing ezVSP

= Installation completed
- ezVSP Setup creates "C:\Program Files\SollaeSystems\ezVSP" folder and
Go to ezVSP shortcut in Windows Start menu.
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Figure 2.2.2 InstallShield Wizard. Installation Complete

= Registration
- When you start ezVSP for the first time, you must supply the
registration key.
- You can get the key from Sollae Systems homepage. To get a key you
must register a MAC address of any of your ezZTCP/LAN products.
- You can use the same MAC address and key value for ezVSP running

on several PCs.
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- Click Link in the registration window or visit our homepage support
page http://www.eztcp.com/en/Support/req _reg.php
[
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Figure 2.2.3. Registration
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Chapter 3

Settings

3.1 Virtual Serial Port Control Center

* The Application
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Figure 3.1.1. Main Window

3.1.1 CREATE Virtual Serial Port.
®m  (Create environment variables to run virtual serial ports.

® Set up window

FREATEWER | the following dialog box appears:
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Figure 3.1.2. Set up Window
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= COM Port
COM Port |MOL%E -

- Choose a COM port to be used as virtual serial port.

= Option
[ Auto start when application is started

- When you select this option, virtual serial port is automatically created

and enabled when ezVSP starts.

[ Use 55L

- When you select this option, SSL (Secure Server Layer) will be used
for the specified virtual serial port for data communication over
Ethernet (TCP/IP).

- SSL v3.0 and TLS v1.0 are supported.

= Network Mode
MNetwork Mode

« TCP Client " TCP Server o Upp

- Select Ethernet data communication mode. Available options include
TCP Client, TCP Server, and UDP.
- SSL (Secure Server Layer) is available only in TCP mode.

- TCP Server mode does not support multiple connections.

= Network Configuration

Metwork Configuration

Peer IP 1] .0 .0 .0 Peer Port 1470

Local Port

- In case Network Mode is set to TCP Client, supply IP address (Peer
IP)and the port number (Peer Port) of the server to be connected to
ezVSP.

8 © 2003 Sollae Systems. All right Reserved
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MNetwork Configuration

Peer IP Peer Port

Local Port (1470

- In case Network Mode is set to TCP Server, supply the port number
(Local Port) for ezVSP to listen.

Metwork Configuration

peer||:l| 0 . 0 . 0 . 0  PeerPort |1470

Local Port (1470

- In case Network Mode is set to UDP, supply the IP address (Peer IP)
and port number (Peer Port) of the host to which ezVSP transmits
UDP packets and the port number (Local Port) for ezVSP to bind.

= Ftc.
Etc.

Comments

- You can provide an optional comment for each virtual serial port.

© 2005 Sollae Systems. All right Reserved
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3.1.2 START Virtual Serial Port.

® Start virtual serial ports with environment variables you have created
(See 3.1.1. CREATE Virtual Serial Port).
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B To start a port, select the check box next to it in the Main Window

and click START ALL CHECKED V5P ‘to start all selected ports.

3.1.3 Status of Virtual Serial Port
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B You can check the status of each virtual serial port in the Main
Window.

® The meaning of each item is explained below:

10

© 2003 Sollae Systems. All right Reserved



Sollae Systems Co., LTD. ezVSP ver 2.0h

Port

- The name of the COM port of virtual serial port.

| Port Comments |

- Optional comment for this port.

| Port State |

- The state of virtual serial port.

INIT Initialized status before starting virtual serial port
CREATED Virtual serial port is started
OPEN Virtual serial port is started and being used by a serial
communication program
Virtual serial port was started, but a serial communication
CLOSE S
program has stopped using it.
CREATE . . .
ERROR An error was detected when starting virtual serial port.
Virtual serial port was started and an error was detected when
ERROR . S
used by a serial communication program.
| Port Config |

- Port settings of serial communication program which uses this virtual
serial port.

- In OPEN state, a virtual serial port configured as 19200bps, No parity,
8bits data, 1 stop bit is displayed as follows:

Pt | Part Cammenis Porl Hlele Por Cosfig WODE | Metwark Biste FEEH | LOCAL
[ Coms ICF berver LN T13208-0-Rane-1 QTGP Ser.,  Listen 3] IEEL ]

- Network Mode used for this virtual serial port.
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| Metwork State |

- TCP/IP network state.

Not Connected TCP/IP network is not connected.
Connected TCP/IP network is connected.
Error An error was detected during TCP/IP connection or data
communication.
Connectin TCP/IP network is being connected.
g (Only TCP Client mode).
SSL Connectin TCP/IP network is being connected using SSL.
€| (Only TCP Client mode with enabled SSL)
: Waiting for TCP/IP connection.
Listen
(Only TCP Server mode)
Bind Normal bind state
(Only UDP mode).
| PEER |

- IP address and port number of the connected server (TCP Client mode).

- Local port number for Listen or Bind (TCP Server or UDP mode).

12
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3.1.4 Data Statistic

® You can check the statistics of data exchanged through virtual serial

port.
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® Double-click the wvirtual serial port for which you want to check

statistics. The dialog box shown in the figure above is displayed.

The amount of data sent from RS-232
RX (Serial -> VSP)| communication program to ezVSP through the
selected virtual serial port.

The amount of data sent from TCP/IP communication
TX (LAN -> VSP) program or equipment to ezVSP through the selected
virtual serial port.

3.1.5 Stop Virtual Serial Port

® This function is used to stop an opened virtual serial port.

® You cannot change settings of an opened virtual serial port.

® |f you want to change settings of a virtual serial port, you should stop
it first.

® [f an RS-232 communication program is using the selected virtual serial

port, you should close the virtual serial port before stopping.
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®m Select the check box next to virtual serial ports you want to stop in

STOP ALL CHECKED ¥SP
to stop all

the Main Window and click
the selected ports.

3.1.6 Configure Virtual Serial Port

® This function is used to change settings for a virtual serial port.

® You cannot change settings for an opened virtual

serial port .

L [ e LUY L T I*ari Einic
mlCoRd | TCH s
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STOP AL CHECEED Y5

the main window and click

box is displayed:

14

® Select a virtual serial port for which you want to change settings in

CONFIGURE VSP ‘ The following dialog

© 2003 Sollae Systems. All right Reserved
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® For explanation of items see 3.1.1. CREATE Virtual Serial Port.

3.1.7 Delete Virtual Serial Port

® This function is used to delete a virtual serial port.

® You cannot delete an opened virtual serial port.

| -~ CHEATE V5P START ALL CHECERD V&P Far
- exVSP |
W gperrd B N i e i

STOP AL CHECEED ¥3F

DELETE ALL CTHECKED VS

®m Select a virtual serial port you want to delete in the Main Window and

click DELETE VSP to delete the selected port.
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16
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CELETE Wi

®m Select check boxes next to virtual serial ports you want to delete in

the Main Window and click DELETE ALL CHECKED V5P |to delete all

the selected ports.

3.1.8 Pop up menu
®m Right-click a virtual serial port you want in the Main Window to
display popup menu.

® With popup menu commands you can control the selected virtual serial

port.
B oS TEP Boreer ral - iy [Wot Eormocacd  — ]
BiiaE e il - Lt |Wid Cowmvaenead  AILAEIGE:,,  W4IF
(BT
P ]
i E:FSF CFRATE Wa RTANT ALL CFECRED WSP | | Bar |
- L =
P B T ollre niww |
CORFIGLUNE Y51 STOP ALL CHECKED: VI |
NELETE 5P NELETE AL [FECEED Y5 :
|

® Popup menu commands are described above.
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3.2 About

= About

m exVEP 2.0q [Ffle 200G
Capyright [C] 2005 Sollae Sysiems Co.Lid,

- You can check the current ezVSP version.

- ezVSP program is subject to change without prior notice due to reasons
of function update, bug revision, etc.

- You can download the latest ezVSP version from

http://www.eztcp.com/en/Support/support.php

© 2005 Sollae Systems. All right Reserved 17
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Chapter 4

Messages

4.1 Note

4.1.1 Using Virtual Serial Port
® To use virtual serial port, you have to create and start a specific COM
port first (See 3.1.1 and 3.1.2. ).

4.1.2 Start network connection
® [f network mode i1s set to to TCP Server or UDP, Listen or Bind
beings after virtual serial port has started.
® [f network mode is set to TCP Client, TCP/IP connection with the peer
host is not established even if virtual serial port starts.
B [f network mode is set to TCP Client, TCP/IP connection with the peer
host is attempted from the time when the RS-232 communication

program opens the virtual serial port.

4.1.3 TCP Server

® TCP server provided by ezVSP does not support multiple connections.

18 © 2003 Sollae Systems. All right Reserved
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4.2 Error Messages

' Please input the valid MAC address and key!
g Please try again,

- When you install and run ezVSP for the first time, you should supply
MAC address and a key for your ezZTCP/LAN (See 2.2).

- If you supply an invalid MAC address, the above message is displayed.

- Supply a correct MAC address for your ezZTCP/LAN.

' The key is not valid!
b Please try again,

- When you install and run ezVSP for the first time, you should supply
MAC address and a key for your ezZTCP/LAN (See 2.2).

- If you supply an invalid key, the above message is displayed.

- Supply a correct key value for your ezTCP/LAN.

' The ez%5P is used by other application
b Please, stop the ezV5P before terminate,

- The above message is displayed when you try to terminate ezVSP while
there is an active virtual serial port registered in the Main Window.

- You should stop all registered virtual serial ports in the Main Window
before you quit ezVSP.

© 2005 Sollae Systems. All right Reserved 19
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!"_n., Yirtual Serial Port COMY is uged by other application
L]

- This message is displayed when you try to stop virtual serial port being
used by RS-232 communication program.

- You should stop using the port by RS-232 communication program

before you stop virtual serial port.

!"’_\ Please stop the ez%SP before delete virtual serial por,
L

- This message is displayed when you try to delete an active virtual
serial port.

- You should stop the virtual serial port before you delete it.

!‘E Please stop the ezWSP before configure virtual serial port,
[

- This message is displayed when you try to configure an active virtual
serial port.

- You should stop the virtual serial port before configuring.

20 © 2003 Sollae Systems. All right Reserved
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Chapter 5

Example

5.1 Application with ezTCP/LAN

®  Abstract
- Install ezTCP/LAN between a PC and serial device through LAN for

data communication as shown in the figure below.

RS-232 Ethernet : Serial '«
B @

Figure 5.1.1 Application Abstract

® Configure PC IP address

- Default ezTCP settings are as follows:

Local IP Address 10.1.0.1
Subnet Mask 255.0.0.0
Gateway [P Address 0.0.0.0
Local Port 1470

- Change the IP address of your PC to match the subnet of your
ezTCP/LAN.

- If you want to use the IP address of your PC, change the network
configuration of your ezTCP/LAN to match the PC subnet.

© 2005 Sollae Systems. All right Reserved 21
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m ¢zTCP/LAN Settings
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- Check that your network is configured for the same subnet as your PC.

- Set local TCP listening port number for ezTCP/LAN.

®m ¢zVSP Settings
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- Supply local IP address and local port number configured for ezTCP to

create virtual serial port.

- Start the created virtual serial port and use an RS-232 communication

program to open it for completion of TCP/IP connection.

22
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- When TCP/IP connection is completed, you can start data communication

through your virtual serial port.
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Chapter 6

License

6.1 License for use and distribution

24

= This software is shareware. This means:

All copyrights to THIS SOFTWARE are exclusively owned by the Sollae Systems.

Only certified user can use this software. The period of use is not restricted.

Once registered, the user is granted a non-exclusive license to use software on one
computer, for any legal purpose, at a time. The registered software may not be
rented or leased, but may be permanently transferred, if the person receiving it
agrees to terms of this license. If the software is an update, the transfer must

include the update and all previous versions.

THIS SOFTWARE IS DISTRIBUTED "AS IS". NO WARRANTY OF ANY KIND
IS EXPRESSED OR IMPLIED. YOU USE AT YOUR OWN RISK. THE AUTHOR
WILL NOT BE LIABLE FOR DATA LOSS, DAMAGES, LOSS OF PROFITS OR
ANY OTHER KIND OF LOSS WHILE USING OR MISUSING THIS SOFTWARE.

You may not use, copy, emulate, clone, rent, lease, sell, modify, decompile,
disassemble, otherwise reverse engineer, or transfer the licensed program, or any
subset of the licensed program, except as provided for in this agreement. Any such
unauthorized use shall result in immediate and automatic termination of this license
and may result in criminal and/or civil prosecution. All rights not expressly granted

here are reserved by Sollae Systems.

Installing and wusing THIS SOFTWARE signifies acceptance of these terms and
conditions of the license.

If you do not agree with the terms of this license you must remove files of THIS

SOFTWARE from your storage devices and cease to use the product.
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